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Match Radiale

ELECTRIC STRIKER with closed REVERSIBLE striking plate,

satin stainless steel, flat front plate mm 250x25x3,

for locks 78*-96*7-96*9-98.

Can be used with electric strikers series 0400*0 and 0401*0.

VERSION WITH AUTOMATIC UNLATCHING AFTER ELECTRIC PULSE,

with hold-open lever.

Power supply: 6-12Vac/dc™ Absorption: da 0,5 a 1,5 A. with nylon case 1 5661900

ELECTRIC STRIKER without front plate,

UNLATCHED AFTER ELECTRIC PULSE ONLY,

WITH hold-open lever.

Power supply: 6-12Vac™ Absorbtion: 0,5 a 1,5 A. REVERSIBLE. 1 040010
Power supply: 24Vac™ Absorbtion: 0,5 A. REVERSIBLE. 1 040050

ELECTRIC STRIKER without front plate,

UNLATCHED AFTER ELECTRIC PULSE ONLY,

WITHOUT hold-open lever.

Power supply: 6-12Vac™ Absorbtion: da 0,5 a 1,5 A. REVERSIBLE 1 040020
Power supply: 24Vac™ Absorbtion: 0,5 A. REVERSIBLE. 1 040060

ELECTRIC STRIKER without front plate,

PERMANENT UNLATCHING AFTER

ELECTRIC PULSE, WITH hold-open lever.

Power supply: 6-12Vac™ Absorbtion: da 0,5 a 1,5 A. REVERSIBLE. 1 040030
Power supply: 24Vac™ Absorbtion: 0,5 A. REVERSIBLE. 1 040070

ELECTRIC STRIKER without front plate,

PERMANENT UNLATCHING AFTER

ELECTRIC PULSE, WITHOUT hold-open lever.

Power supply: 6-12Vac™ Absorbtion: da 0,5 a 1,5 A. REVERSIBLE. 1 040040
Power supply: 24Vac™ Absorbtion: 0,5 A. REVERSIBLE. 1 040080

dc: only 12V max. power supply time 10 seconds
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ELECTRIC STRIKER without front plate,

FAIL-SAFE VERSION.

Without hold-open lever.

Power supply: 12Vdc Absorbtion: 0,3A. REVERSIBLE. 1 040100
Power supply: 24Vdc Absorbtion: 0,2A. REVERSIBLE. 1 040110

MECHANICAL STRIKER without front plate,
version WITHOUT COIL
with hold-open lever. REVERSIBLE. 1 040090

ADJUSTABLE RIGHT-HAND ELECTRIC STRIKER for MULTIBLINDO

central striking plates series 033160-033162-033173-033175.

LIMITED UNLATCHING DURING ELECTRIC PULSE ONLY.

Hold-open lever. Power supply: 12Vac 15W 1 040900

ADJUSTABLE LEFT-HAND ELECTRIC STRIKER for MULTIBLINDO

central striking plates series 033161-033163-033174-033176.

LIMITED UNLATCHING DURING ELECTRIC PULSE ONLY.

Hold-open lever. Power supply: 12Vac 15W 1 040910
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-, Closed REVERSIBLE STRIKING PLATE, satin stainless steel,
@_ flat front plate mm 250x25x3, for locks 78*-96*7-96*9-98.
Can be used with electric strikers series 0400*0 and 0401*0.

With nylon case.

1 033190

Closed RIGHT-HAND STRIKING PLATE, satin stainless steel,
U-shaped front plate mm 250x24x6, for locks 78*-96*7-96*9-98.
Can be used with electric strikers series 0400*0 and 0401*0.

With nylon caps and case. 1 033194

Closed LEFT-HAND STRIKING PLATE, satin stainless steel,
U-shaped front plate mm 250x24x6, for locks 78*-96*7-96*9-98.
Can be used with electric strikers series 0400*0 and 0401*0.

With nylon caps and case. 1 033195

REVERSIBLE STRIKING PLATE in satin stainless steel,
flat front plate mm 160x25x3, for locks with latchbolt only.

Can be used with electric strikers series 0400*0 and 0401*0. 1 033196
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REVERSIBLE STRIKING PLATE in satin stainless steel,

U-shaped front plate mm 172x24x6, for locks with latchbolt only.
Can be used with electric strikers series 0400*0 and 0401*0.
With cap.

REVERSIBLE closed STRIKING PLATE in satin stainless steel,

flat front plate mm 250x25x3, for mortice locks for wooden
frames series 200-205-210-215-221-240-250-741-291.

Can be used with electric strikers series 0400*0 and 0401*0.
With nylon case.

RIGHT-HAND closed angle STRIKING PLATE,

GOLD painted steel mm 250x30,5x25,

for mortice locks for wooden frames

series 200-205-210-215-221-240-250-741-291.

Can be used with electric strikers series 0400*0 and 0401*0.
With nylon case.

LEFT-HAND closed angle STRIKING PLATE,

GOLD painted steel mm 250x30,5x25,

for mortice locks for wooden frames

series 200-205-210-215-221-240-250-741-291.

Can be used with electric strikers series 0400*0 and 0401*0.
With nylon case.

033197

033193

033191

033192
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ELECTRIC STRIKER with flat front plate, stainless steel mm 250x24x3,
™ RIGHT- or LEFT-HAND use, for mortice locks with translating latchbolt
and deadbolt for aluminium frames,
@ permanent unlatching after electric pulse, with hold-open lever
pin for automatic function. Power supply: 12Vac 15W. 1

%/

5621830

é@

ELECTRIC STRIKER with flat front plate, stainless steel mm 160x24x3,

RIGHT- or LEFT-HAND use, for mortice locks for aluminium frames,

PERMANENT UNLATCHING AFTER ELECTRIC PULSE

with hold-open lever, pin for automatic function. Power supply: 12Vac 15W. 1 5611830

0 ELECTRIC STRIKER with flat front plate, stainless steel mm 240x24x3,
P for mortice locks with tilting deadbolt and latchbolt for aluminium frames.
Can be used on: frames with internal RIGHT-HAND lock, rail frames with LEFT-HAND
& %ﬁ internal lock, PERMANENT UNLATCHING AFTER ELECTRIC PULSE,
with hold-open lever, pin for automatic function.
@ Power supply: 12Vac 15W. 1 5651830
9

ELECTRIC STRIKER with flat front plate, stainless steel mm 240x24x3,

for mortice locks with tilting deadbolt and latchbolt for aluminium frames.

Can be used on: frames with internal LEFT-HAND lock, rail frames with RIGHT-HAND
N 2 internal lock, PERMANENT UNLATCHING AFTER ELECTRIC PULSE,

5651830 se61830  With hold-open lever, pin for automatic function.

Power supply: 12Vac 15W.

N

1 5661830
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RIGHT-HAND closed STRIKING PLATE for MULTIBLINDO CENTRAL LOCK.
Flat front plate mm 220x24x3 in STAINLESS STEEL.

Can be used with striker series: 040890,

040900, 040910, 0400*0 e 0401*0. With case.

0

@

o &
525

—
-—- od ¢ oo |

16

LEFT-HAND closed striking plate for MULTIBLINDO CENTRAL LOCK.
Flat front plate mm 220x24x3 in STAINLESS STEEL.

Can be used with striker series: 040890,

040900, 040910, 0400*0 e 0401*0. With case.

RIGHT-HAND closed striking plate for MULTIBLINDO CENTRAL LOCK.
U-shaped front plate mm 220x24x6 in STAINLESS STEEL.

Can be used with striker series: 040890,

040900, 040910, 0400*0 e 0401*0. With caps and case.

LEFT-HAND closed striking plate for MULTIBLINDO CENTRAL LOCK.
U-shaped front plate mm 220x24x6 in STAINLESS STEEL.

Can be used with striker series: 040890,

040900, 040910, 0400*0 e 0401*0. With caps and case.

033160

033161

033162

033163

515
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RIGHT-HAND striking plate for MULTIBLINDO CENTRAL LOCK. Flat front plate

mm 220x22x3 in stainless steel. Can be used with strikers series: 040890,

040900, 040910, 0400*0 e 0401*0. With case.

—

LEFT-HAND striking plate for MULTIBLINDO CENTRAL LOCK. Flat front plate

mm 220x22x3 in stainless steel. Can be used with strikers series: 040890,

040900, 040910, 0400*0 e 0401*0. With case.

RIGHT-HAND striking plate for MULTIBLINDO CENTRAL LOCK. U-shaped front plate

mm 220x22x3 in stainless steel. Can be used with strikers series: 040890,

040900, 040910, 0400*0 e 0401*0. With caps and case.

LEFT-HAND striking plate for MULTIBLINDO CENTRAL LOCK. U-shaped front plate
mm 220x22x3 in stainless steel. Can be used with strikers series: 040890,

040900, 040910, 0400*0 e 0401*0. With caps and case.

033173

033174

033175

033176
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Electric strike with release lever for temporary disengagement (hold-open).
Automatic anti-closure device (anti-repeater).
Power supply 6-12Vac/dc™ 15 W.
Front plates for mortise installation available.
Hand R. 1 20000E60012V1
Hand L. 1 20000E60012V2
Electric strike with release lever for temporary disengagement (hold-open).
Automatic anti-closure device (anti-repeater).
Power supply 6-12Vac/dc™ 15 W.
Chrome plate forend H= 248 mm L= 35 mm D=3 mm
Centre distance 28. Hand R. 1 20028E60012V1
Centre distance 28. Hand L. 1 20028E60012V2
Centre distance 37. Hand R. 1 20037E60012V1
Centre distance 37. Hand L. 1 20037E60012V2
Electric strike with release lever for temporary disengagement (hold-open).
Automatic anti-closure device (anti-repeater).
Power supply 6-12Vac/dc™ 15 W.
Chrome plate forend H= 248 mm L= 35 mm D=3 mm
Centre distance 28. Hand R. 1 20028E60012V2
Centre distance 28. Hand L. 1 20028E60012V1
Centre distance 38. Hand R. 1 20037E60012V2
Centre distance 38. Hand L. 1 20037E60012V1

dc: only 12V max. power supply time 10 seconds
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POWER SUPPLY UNIT 12Vdc - 50W
Input 120-230Vac. Output 12Vdc 4A.

DIN35 rail mounting.
Package: 1 power supply unit, instruction manual.
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1 5E3503

POWER SUPPLY UNIT 24Vdc - 30W
Input 120-230Vac. Output 24Vdc 1.2A.

DIN35 rail mounting.
Package: 1 power supply unit, instruction manual.

1 5E3501

POWER SUPPLY UNIT 24Vdc - 70W
Input 120-230Vac. Output 24Vdc 3A.

DIN35 rail mounting.
Package: 1 power supply unit, instruction manual.

1 5E3502

POWER SUPPLY UNIT 12VDC - 36W

Input 120-230Vac. Output 12Vdc 3A.

DIN35 rail mounting.

Compatible with eMotion, Trim-Tronic, Match Radiale.

Package: 1 power supply unit, instruction manual. 1 94403000E

POWER SUPPLY UNIT 12VDC - 42W

Input 120-230Vac. Output 12Vdc 3A.

DIN35 rail mounting.

Compatible with THESIS.

Package: 1 power supply unit, instruction manual. 1 5870000004012
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CONCEALED LEAD COVER, flexible, external, in stainless steel L=300 1 94403010E
CONCEALED LEAD COVER, flexible, external, in stainless steel L=450 1 FXAGFA45D900000
CONCELEAD LEAD COVER, flexible, in stainless steel, flush version L=300
For openings up to 90°.
Compatibile con Thesis, Top Exit DGT, x1R.
1 94403110E
1 881000000
SPRING CONCELEAD LEAD COVER, flexible.
For openings up to 180°.
1 60130000
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